
KAWASAKI

HP Model-Spec.

15 FH451V - AS02 494cc

15-KAI FH430V - CS21-R 431cc

17 FH500V - AS16   -   Recoil 494cc

17 FH500V - AS23   -   Recoil / Electric 585cc

17-KAI FH541V - CS21-R  -  Recoil 585cc

17-KAI FH541V - CS33-R  -  Recoil/Electric 585cc

17-KAI FH541V - CS31-R  -  Electric only 585cc

19-KAI FH580V - CS23-R 585cc

19 FH601V - AS14 675cc

21 FH641V - AS30-R - long shaft - 1 1/8" 675cc

23 FH680V - DS21-R - short shaft 675cc

23 FH680V - AS36-R - long shaft - 1 1/8" 675cc

25 FH721V - CS33-R - short shaft 675cc

25 FH721V - BS35-R - long shaft - 1 1/8" 675cc

KAWASAKI

HP Model-Spec.

15.0 FS541V / AS26  w/Kaw. exh. 603cc

18.5 FS600V / AS23  w/Kaw. exh. 603cc

18.5 FS600V / CS24 603cc

19.0 FX600V / CS11  603cc

22.0 FX691V / CS14 726cc

23.5 FX730V / AS12 726cc

25.5 FX801V / AS09 852cc

27.0 FX850V / ES00 / AS25 852cc

BRIGGS

HP Model-Spec.

24.0 44M977 / 0110G5 724cc

25.0 44T977 / 0003G1 724cc

26.0 44P977 / 0113G5 724cc

24.0 49V677 / 0001G1  (VANGUARD) 810cc

26.0 49R977 / 0010G1 (VANGUARD) 810cc

30.0 49M977 / 0116G5 810cc

37.0 61E877 / 0007J1 (VANGUARD EFI) 1000cc

Briggs engine pigtail-53490048

KOHLER

HP Model-Spec.

19.0 ZT710 / PS-ZT710-3017 725cc

23.0 ZT730 / PS-ZT730-3017 747cc

25.0 ECV740 / PS-ECV740-3022 747cc

26.5 ECV749 / PS-ECV749-3059 747cc

29.0 ECV860 / PS-ECV860-3012 824cc

Kohler engine pigtail-53490053

95410035

Matching colors should be a direct swap, using a green replacement for a yellow original 

engine may require modification.  Potential conflicts are side to side fit with the fuel tank 

or battery stands. Hydro pump clearance could also be an issue but modifcation for that 

clearance is not recommended.  Red engines are not recommended for replacement on 

older machines as they are too large, except for the WZ and WSZK models.

WSE models are limited to the FX691/730 engines for replacement due to exhaust 

limitations- muffler for this repower is WMI# 51410072.

REPLACEMENT ENGINE

ORIGINAL ENGINE

Confidant (ZT710/730) repower kit- 

includes muffler, brackets, hardware 

and engine pigtail.

All replacements require engine deck mount holes to be drilled to 3/8" size.

Most WMI specs do not include the muffler.


